
CUSTOMER ASSISTANCE POLICY The Lincoln Electric Company is manufacturing and selling high quality welding equipment, consumables, and cutting equipment. Our challenge is to meet the needs of our customers and to exceed their expectations. On occasion, 
purchasers may ask Lincoln Electric for information or advice about their use of our products. Our employees respond to inquiries to the best of their ability based on information provided to them by the customers and the knowledge they may have concerning the 
application. Our employees, however, are not in a position to verify the information provided or to evaluate the engineering requirements for the particular weldment. Accordingly, Lincoln Electric does not warrant or guarantee or assume any liability with respect 
to such information or advice. Moreover, the provision of such information or advice does not create, expand, or alter any warranty on our products. Any express or implied warranty that might arise from the information or advice, including any implied warranty of 
merchantability or any warranty of fitness for any customers’ particular purpose is specifically disclaimed.     

Lincoln Electric is a responsive manufacturer, but the selection and use of specific products sold by Lincoln Electric is solely within the control of, and remains the sole responsibility of the customer.  
Many variables beyond the control of Lincoln Electric affect the results obtained in applying these types of fabrication methods and service requirements. 

Subject to Change – This information is accurate to the best of our knowledge at the time of printing. Please refer to www.lincolnelectric.com for any updated information.

All trademarks and registered trademarks are the property of their respective owners.

Lincoln Electric is excited to announce Lincolnweld D18 flux and Lincolnweld LA-75 wire as the choice solution for 
structural weathering steel projects. This combination is capable of meeting the most stringent impact toughness 
requirements for weathering steel applications. Lincolnweld D18 and LA-75 offers outstanding performance on  
fracture critical welds at higher heat inputs than any other structural submerged arc welding solution. At highly 
productive heat inputs, you will able to make larger welds in fewer passes, all while achieving robust impact testing 
results over a wide range of testing temperatures.

Solution Features:
• Color matching welds on  

ASTM A588, ASTM A242,  
ASTM A709-50W, or COR-TEN®  
weathering steel

• Improved operating window over  
competitive solutions for the same  
applications

• More consistent weld deposit  
chemistry and higher tolerance to  
mild contaminants than using alloy  
fluxes with mild steel electrodes

Use Lincolnweld D18 and Lincolnweld LA-75 for your next AWS D1.5, D1.1, CSA W59, or other structural welding jobs on 
weathering steels.

For further information or certifications please visit:  
https://www.lincolnelectric.com/en/Certificate-Center/Certificates-of-Conformance.

Lincolnweld® D18 Flux + Lincolnweld LA-75 Wire
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