
VIKING™ 1740 SERIES  
AUTO-DARKENING  
WELDING HELMET

�� Continuously variable control 
- 9-13 internal shade control. 
- Sensitivity-Adjustable for different  
 welding environments. 
- Delay-Adjust dark back to light time.
�� Light Weight-18.6 oz. (528g)
�� Solar powered-with battery assist.   

No On/Off switch to remember.
�� Magnifying “cheater” lens capable.
�� 2 Replaceable AAA alkaline batteries.
�� Hard hat adapter capable.
�� Extra cover lenses enclosed-(2) inside  

and (5) outside.
�� Matte finish.

�� 1/1/1/2 optical class.

Features

THE LINCOLN ELECTRIC COMPANY

   1740 BLACK
K3282-1

There’s no shortage of features on our new 
economically priced 1740 Series helmet. 
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VIKING™ 
1740  
Black 

K3282-1

1/25,000 9-13/
Internal

Yes DIN 4 Variable 2 0.10-1.0 
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AC/DC
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Description

 
 

Dimensions

 
Package 

Qty.
KP3284-1 1740 ADF CARTRIDGE STD 110 x 90 1
KP3283-1 1740 INSIDE CLEAR COVER LENS KIT 95.9 x 47.2 x 1.00 mm 2
KP2930-1 SWEATBAND N/A 2
KP2929-1 HEADGEAR W/SWEATBAND N/A 1
KP3047-1 HARD HAT ADAPTER N/A 1

S27978-58 OUTSIDE COVER LENS SEAL N/A 1
S27978-55
KP 3043-1
S27978-95

ADF HOLDER
OUTSIDE COVER LENS

1740 BLACK REPLACEMENT SHELL

N/A
114 x 100 x 1.5 mm

N/A

1
5
1

 
REPLACEMENT PARTS


