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ON MACHINE, REMOVE PLUG "P10" FROM CONNECTOR "J5".
CONNECT "P5" ON W.F.M. TO CONNECTOR "J5" ON MACHINE.

START
+

52

+
AMMETER

IDLER
SOLENOID

-

-

51
ALTERNATORB+

50

51C

53

S
B

+

60C

50A

WK

G

S

S

G
W

G
I

I

G

NEGATIVE
(CC-)

POSITIVE
(CC+) & (CV+ WITH W.F.M.)

11B

41

11A

810

115 VOLT GFCI
RECEPTACLE

61
061

060
0B

60
2B

N
U

3 4 5 67891021 11

48

400D
400E

21

ALTERNATOR

600C

+ -SLIP RINGS

SLIP RING
NEAREST
TO IRON

7A

6A

G
N

D
-E

230 VOLT
RECEPTACLE

610A+

-

215

ACAC

15A
FUSE

214

ALT. AUX
POWER
WINDINGS

820

J5

P10

Y
W

12

42

602A

41
600

42

60
2

41
600A

RHEOSTAT 6
5
4
3
2
1
P8J8 R

YX

W

G
W

N
U Y

W

-
-+
+

INTERPOLE COILS

SHUNT
FIELD

SERIES FIELD

BRUSH POSITION SHOWN AS
VIEWED FROM CONTROL PANEL

SELECTOR
SWITCH
90-MIN

130-80
190-120
240-160

220-MAX

WELDING GENERATOR

LEAD COLOR CODE

G-GREEN
N-BROWN

U-BLUE
W-WHITE
Y-YELLOW

B-BLACK OR
    GRAY

R-RED OR
    PINK

GND-S

REMOTE CONTROL
SWITCH AND
RECEPTACLE

DIODE
AND
MOV

CURRENT TRANSFORMER

PUMP
SOLENOID

TEMPERATURE
SWITCH/SENDER

OIL PRESSURE
SWITCH/SENDEROIL

PRESSURE
GAUGE

WATER
TEMPERATURE

GAUGE

GLOW
PLUGS

GLOW
PLUG

ENGINE
HOUR

METER
IGNITION
SWITCH

GROUND SCREW NEAR
ENGINE GAUGES

R
W
B

*57
*55

*58

*93

60

51A
212A

212BGND-N 200 *54

*44

43

G
N

D
-M

*61

*212C
*212D

GND-B

212E

*LEADS CONNECTED TO ENGINE IDLER/ENGINE P.C. BOARD, SEE DETAIL

*59

*844

*844A
GND-A

*60A

CB1
20A

HOT LINE HOT LOAD

WHITE LINE WHITE LOAD

11C

400F

10A
CB4

56

GND-C

GROUND
SCREW
NEAR FUSE

GROUND
TO BASE

GROUND
TO ENGINE

GND-T
STARTING

MOTOR

ENGINE
FAILURE

LAMP

TO IDLER / ENGINE
PROTECTION P.C.Bd.

212E

TO CURRENT
TRANSFORMER

5560A

9358575444615921
2C

21
2D

B4B3B2B1

IDLER/ENGINE PROTECTION P.C. Bd.

J32

J31
109 876543 2 1

4
3
2
1

844
844A

REED
SWITCH

D+

ON OLDER BOARDS,
J31 WAS J1,
J32 WAS J2.

15A
CB2

7A

IDLER
SWITCH

CLASSIC 300D WIRING DIAGRAM M21684  REV: A

12/21


